
KARAKTERISTIKE CENA

HT2000 ADAPTER SA UTIKAČEM 12V/2A                                                    8,00

HT3000 ADAPTER SA UTIKAČEM 12V/3A                                                    10,00

HT5000 ADAPTER SA UTIKAČEM 12V/5A                                                    12,00

CP1205000-4 ADAPTER SA UTIKAČEM 12V/5A, 4 KANALA             19,00

CD1-4 DC kabel 1 na 4 1,50

CD1-5 DC kabel 1 na 5 2,00

CD1-8 DC kabel 1 na 8 3,00

CP1207-6A 12V 6A 72W 15,00

CP1207-10A 12V 10A 120W   SA VENTILATOROM 25,00

HDR-15-24 

HDR-30/24

Montažno prekidačko napajanje za DIN šinu Vin: 85-264 V, Vout: 24 

VDC

HDR-15-12 

HDR-30/12

Montažno prekidačko napajanje za DIN šinu Vin: 85-264 V, Vout: 12 

VDC (0-2,4A), P: 15 W, 25 x 93 x 56 mm (W x H x D)
18-22

SCP-35-12
Mean Well napajanje i punjač akumulatora. Vin: 85-264 VAC,                        

Vout: 13, 8 VDC (+15% / -5% ) 2,6 A, P: 35 W
27,00

SCP-50-12
Mean Well napajanje i punjač akumulatora. Vin: 85-264 VAC,                        

Vout: 13, 8 VDC (+15% / -5% ) 3,6 A, P: 50 W
31,00

SCP-75-12
Mean Well napajanje i punjač akumulatora. Vin: 85-264 VAC,              

Vout: 13, 8 VDC (+15% / -5% ) 5,4 A, P: 75 W

SCP-75-24
Mean Well napajanje i punjač akumulatora. Vin: 85-264 VAC,              

Vout: 27,6 VDC (+15% / -5% ) 2,7 A, P: 65 W

AM-02

EXTERNAL AUDIO MODULE built in DIY cable

Audio output: 2Vp-p/50Ω/RCA Plug, Power Supply: 12VDC-20mA 8,00

CP1204-3A
Input: AC100-240V, Output: DC12V 3A                                               

Channels: 4 

HT1209-5A 

(PTC)

Input: AC100-240V, Output: DC12V 5A                                               

Channels: 9

CP1209-10A
Input: AC100-240V, Output: DC12V 10A                                               

Channels: 9

BOX 

12V/10A/18Ch 

Input: AC100-240V, Output: DC12V 10A                                               

Channels: 18

CP1218-20A
Input: AC100-240V, Output: DC12V 20A                                               

Channels: 18
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MODEL

DODATNA OPREMA



JR-180B
8 channel passive video balun, Video transmission Via UTP CAT5,                       

Effective Distance：400～600M               
27,00

JR-116B
16 channel passive video balun, Video transmission Via UTP CAT5,                            

Effective Distance：400～600M           
39,00

CPB-H218P Prenos video signala i napajanja kroz koax kabel 25,00

CPOE-03
POE Cable for IP Camera, only POE Splitter, can be connected

with POE SWITCH.
8,00

CVM-02V Koristi 1 koax kabel da napravi 2 video signala 25,00

RS-H30 HDMI Extender 30m pasivni 1 UTP 23,00

RS-E60 HDMI Extender 60 Metara 35,00

RS-E120 HDMI Extender 120 Metara 90,00

CHM-1002 HDMI Splitter 1 na 2 20,00

JR-104 HDMI Splitter 1 na 4 30,00

JR-VGA01 VGA na AV konvertor 37,00

JR-201I Single channel passive video balun, Video transmission Via UTP (PAR)                              2,00

RS-CG200 8Mp  CVI/TVI/AHD Video transmission Via UTP (PAR) 6,00

RS-GB106A HD-CVI/TVI/AHD Primary filter type grounding isolator 5,00

IPC-

9800ADH 

PLUS 

(5 in 1) 7 inch IPS touch screen, 1280*800 resolution IP/Analog/8MP TVI, 

8MP CVI, 8MP AHDcamera/HDMI input, support 1080p camera/IP 

discovery/Rapid ONVIF

510,00

X4-ADH

(5 in 1) 4 inch IPS touch screen, 800*480 resolution /IP/Analog/8MP TVI, 

8MP CVI, 5MP AHD camera/HDMI inputsupport1080p /IP 

discovery/Rapid ONVIF

420,00

CENE SU BEZ PDV-A


